
 

   

VALSPAR WEATHER XL LIMITED WARRANTY 

VALSPAR WEATHER XL  extends the following limited warranty  to ALL METAL ROOFING AND SIDING, INC. (“AMRS”) concerning 

sales of VALSPAR WEATHER XL (“PRODUCT”) for use in coating coils of metal which will be fabricated by AMRS into commercial, 

industrial and residential building construction products installed in the United States, Canada and Mexico. 

SECTION A: EXACTLY WHICH PRODUCT IS COVERED? 

This limited warranty applies only to goods identified on a VALSPAR WEATHER XL Product Data Sheet as PRODUCT which are 

applied to metal after this document is signed by VALSPAR WEATHER XL and AMRS, in accordance with parameters specified on 

the VALSPAR WEATHER XL Data Sheet within six months after shipment from VALSPAR WEATHER XL. 

SECTION B: HOW WILL THE COVERED PRODUCT WEATHER? 

Although it is recognized by VALSPAR WEATHER XL and AMRS that most coatings, including PRODUCT, will fade and change 

appearance to some degree over a period of time in outdoor installations, and that such changes may not be uniform between 

surfaces not equally exposed , VALSPAR WEATHER XL warrants that the PRODUCT covered by this warranty will conform to the 

performance standards listed below: 

1. For forty (40) years, PRODUCT will no t peel, flake or otherwise lose adhesion to an extent that is apparent on 

ordinary outdoor visual observation.  NOTE: Slight crazing or cracking may occur on roll-formed edges or break bends 

at the time of forming, and is considered as standard-such crazing or cracking shall not constitute a basis for 

complaint under this limited warranty and 

2. For thirty (30) years, sidewall panels of PRODUCT will not change color more that (5) (delta E) Hunter units and roof 

panels will  not change more than seven (7) (delta E) Hunter units when measured per ASTM D 4214, Method A. 

 

3. For thirty (30) years, sidewall panels of PRODUCT will not change color more than (5) (delta E) Hunter units and roof 

panels will not change more than seven (7) (delta E) Hunter units when measured per ASTM D 4214, Method A. 

 

SECTION C: WHAT IS NOT COVERED BY THIS LIMITED WARRANTY? 
 

This non-transferable warranty will not extend to cover: 

 

1. Damage to the coating occasioned by moisture or other contamination detrimental to the coating because of 

improper storage of the coated metal prior to installation. 

 

2. Water damage due to condensation caused by improper packaging of the coated metal prior to installation. 

 

3. Damage to the coated metal caused by handling, shipping, processing and/or installation.  If product is on a 

surface located less than 1,000 feed from saltwater, maintenance must be performed and documented by the 

building owner including annual “sweet water” (fresh tap water) rinse 

 

accordance with AAMA 610.1-1979.  The product must not be cleaned with abrasive or chemical cleaners.  

4. Incidental or consequential damages. 

 

SECTION D: REMEDY 
If VALSPAR WEATHER XL’S PRODUCT fails to comply with our limited warranty, due to any defect in material or 

workmanship, VALSPAR WEATHER XL will bear the full cost of labor and material to replace or refinish the 



 

   

defective portion of the field installation.  The decision whether to replace or refinish to remedy an honored 

claim will be made at the sole discretion of VALSPAR WEATHER XL.  If VALSPAR WEATHER XL’S investigation 

indicates that the claimed defect is not covered by this limited warranty, VALSPAR WEATHER XL shall reimburse 

all of VALSPAR WEATHER XL’S third party expenses incurred in connection  with the investigation of the claim.  

This warranty also applies to the part (s) being repainted, repaired or replaced, but only for the unexpired 

portion of the warranty period applicable to the original coil coated part. 

 

SECTION E: LIMITATION OF LIABILITY 

 
VALSPAR WEATHER XL SHALL NOT, UNDER ANY CIRCUMSTANCES, BE LIABLE FOR SPECIAL OR CONSEQUENTIAL 

DAMAGES, such as, but not limited to, damage or loss of other property or equipment, loss of profits or revenue, 

cost of capital, cost of purchase or replacement of other goods, or claims of customers of Purchaser for business 

or service interruptions.  THE REMEDIES OF AMRS SET FORTH HERIN ARE EXCLUSIVE. 

 

Customer shall maintain adequate records to properly identify any coils of material used on a particular building. 

Such identification must include: 

 

1. ALL METAL ROOFING AND SIDING, INC. Invoice number and date:__________________________ 

 

2. ALL METAL ROOFING AND SIDING, INC. Coil Number:____________________________________ 

 

 

3. Color of Coil                                                                ____________________________________ 

 

4. No terms or conditions other than stated herein and no agreement or understanding, oral or written, in any 

way purporting to modify this warranty shall be binding on ALL METAL ROOFING AND SIDING, INC. unless 

made in writing and signed by an authorized representative. 

 

If a customer agrees to and accepts this (VALSPAR WEATHER XL) WARRANTY, such acceptance shall be 

indicated and signed. 

 

__________________________________                                                         ALL METAL ROOFING AND SIDING, INC.  

                40 SOUTH BROAD ST. 

          Name and physical location of                                                  COWARTS, ALABAMA 36321 

                  Metal Roof application    

        ___________________________________ 

ACCEPTED BY:       ________________________________ 
 
____________________________________________________   ____________________________________________ 

                                          
Signature of Purchaser      ____________________________________________ 

          Date 



 

   

                                                         _____________________________________________ 

_____________________________________ Date 

Signature of Purchaser 

 


